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1.0 DESCRIPTION

1.1 TANK STANDS: Shall be manufactured by General Treatment Products, or approved equal and be
constructed of hot rolled carbon steel angle, flat and sheet. Tank stand shall be painted and primed with
Alkyd enamel paint.

2.0 MATERIALS

2.1 TANK STAND: Shall be constructed of hot rolled carbon steel angle, flat and sheet, and be of ample
strength to support liquids weighing up to 11 pounds per gallon and shall be:

[] “TSxx” Cylindrical with flat bottom

[] “CTSxx” Cylindrical with conical bottom

[] “TSxx-B” Cylindrical with bottom mount plate

[] “TSxx-S” Cylindrical with bottom side plate

2.2 OPTIONAL FEATURES: Tank stand shall be supplied with:

] “MXR1” Mixer bracket mount with arm, plate and stabilizer bar for 1/20HP or less mixer
] “MXR2” Mixer bracket mount with arm, plate and stabilizer bar for 1/3HP to 1/2HP

L] “MXR3" Mixer bracket mount with arm, plate and stabilizer bar for 3/4HP to 1HP

] “CPB” Control panel bracket (customer specified)

[] “CSTR” Tank stand casters, 2 rigid and 2 swivel with brakes

[] “TDxx” Tie down lugs and cable restraints

3.0 WARRANTY

General Treatment Products Carbon Steel Tank Stands are guaranteed for two years from date of
shipment against manufacturing defects in material and workmanship which develop in the service for
which they are designed. We will repair or replace a defective part of this system when returned to our
factory with freight prepaid; providing that the part is found to be defective upon inspection. We assume
no liability for labor and/or other expenses in making repairs or adjustments.
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